Kjokkenkran Metic - hgy tut

Produktets funksjoner

ECO-FLOW

+ Moderne design
* Roterende tut 110°
+ Keramisk patron sgrger for operasjon uten drypp og lang levetid

Artikkelnummer

Art.nr. EAN
GB41203856 7393792232814

Informasjon om pakking

Lengde: 460 mm | Bredde: 275 mm | Hgyde: 75 mm
Vekt: 1.86 kg
Antall i pakken: 1st

Montering og vedlikehold

For installasionen ma ledningene rengjores. Kran er koblet til
kaldvannsledningen til heyre og varmtvannsledningen til venstre.
Vanntrykk: maks 1000 kPa, min 50 kPa. Varmtavnnstemperaturen maks:
70 C, min 45 C. Vi er ikke ansvarlig for feil som star ved feil installasjon.

Energimerking og sertifiseringer

I CERTIFIERING g&
KONTROLL
1002

Teknisk informasjon

+ Max. tap capacity (at 300 kPa): 0,179 /s
+ Pressure loss with flow (0,2 I/s) 375 kPa
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Flow rate
1. Max flow
2. Dishwasher shut off valve
1. Max flow 2. Dishwasher shut off valve
- Flow rate at 300 kPa: 0,179 I/s - Flow rate at 300 kPa: 0,187 /s
- Pressure at flow 0,1 |I/s: 94 kPa - Pressure at flow 0,1 |/s: 86 kPa
- Pressure at flow 0,2 I/s: 375 kPa - Pressure at flow 0,2 |/s: 344 kPa
- Pressure at flow 0,33 I/s: N/A - Pressure at flow 0,33 |/s: 938 kPa
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