Dusisegisti New Nautic

Dusithendusega alla, 160 cc

Toote Omadused

Article number

Art.nr. EAN
GB41206014 7391530077116

Pakendiinfo

Pikkus: 225 mm | Laius: 205 mm | Kdrgus: 70 mm
Kaal: .63 kg
Number pakendis: 1pc

Paigaldus ja hooldus

Energiamargistus ja vastavustunnistused

I CERTIFIERING gk
KONTROLL
1002

Tehniline info

+ Max. tap capacity (at 300 kPa): 0,205 I/s
+ Pressure loss with flow (0,2 I/s) 286 kPa
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Singel lever wall-mixer Nautic
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Flow rate

1. Restrictor class A
2. Duschset GB41103250
3. Duschset GB41103250 med reglerare 6,5 |/min (GB41638724 01)

1. Restrictor class A 2. Duschset GB41103250

- Flow rate at 300 kPa: 0,205 I/s - Flow rate at 300 kPa: 0,167 I/s
- Pressure at flow 0,1 I/s: 71kPa - Pressure at flow 0,1 1/s: 108 kPa

- Pressure at flow 0,2 I/s: 286 kPa - Pressure at flow 0,2 |/s: 432 kPa

- Pressure at flow 0,33 |/s: 777 kPa - Pressure at flow 0,33 I/s: N/A

3. Duschset GB41103250 med reglerare 6,5 I/min (GB41638724 01)

- Flow rate at 300 kPa: 0,108 I/s
- Pressure at flow 0,1 I/s: 256 kPa
- Pressure at flow 0,2 I/s: N/A

- Pressure at flow 0,33 | /s: N/A
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