Washbasin mixer New Nautic,
High

With elevation part +5Tmm.

Product features

ECO-FLOW COLD-START ECO-STOP QUICKFIT LEAD-FREE

- N NN

+ Contains less than 0.1% lead
« Energy class A
+ Equipted with elongated lever

Article numbers

Art-no. EAN
GB41216245064 7391530080413

Packaging information

Length: 365 mm | Width: 105 mm | Height: 70 mm
Weight: 2.01kg
Weight: 1pc

Assembling & Care

Prior to installation the lines must be flushed up to the faucet. The faucet is
connected with the cold water line on the right and the hot water line on the
left. Water pressure: max 1000 kPa, min 50kPa. Hot water temperature:
max 70°C, min 45°C. Please note that we are not liable for damage
resulting from improper installation.

Energy labeling and certifications

I CERTIFIERING EE B
KONTROLL
<—> R PRODUKTSERTIFIKAT Q

SINTEF Certification coNFoRMITY

en
"%, Donna produkt &r anpassad fll

% Branschregler Saker Vatteninstallation

% 2021:1. Leverantéren garanterar

2 produktens funktion om branschreglerna

& ochmonteringsanvisningarna als.

Technical information

+ Max. tap capacity (at 300 kPa): 0,079 /s
» Standard connection dimension: 10mm
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Spare parts
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No. Product Art-no.

1 Lever, New Nautic 2021--> GB41639803 01
2 Cover GB41639523 01
3 Nut - ceramic package GB41639522 01
4 Ceramic package GB41637393

5 Ceramic Cartridge GB41639567 01
6 Aerator GB4163013101

7 Aerator GB41639565 01
8 Aerator GB4163917101

9 SoftPex hose GB41639279 02
10 SoftPex hose GB4163872102
ll SoftPex hose GB41638708 02
12 Mounting kit New Nautic GB41639936 01
13 Softpex hose 300 mm GB41638720 01
14 Shower hose, Biflex GB41636263 00
15 Hand shower GB41633860 33
16 Hand shower fixing GB41637575

18 Pushdown valve GB41636575 01
19 Plug valve GB41637445

20 Nautic lever, Care 2021 --> GB4163980101
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GUSTAVSBERG/

V.
§'o%

FLOW CHART/ 35
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Flow rate
1. Max flow [l 4. Optional aerator GB41638663 10

2. Side spray
3. Optional aerator GB41638662 10

1. Max flow
- Flowrate at 300 kPa: 0,079 /s
-Pressure at flow 0,11/s:  N/A
- Pressure at flow 0,2 I/s:  N/A
- Pressure at flow 0,33 I/s:  N/A
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