Duso komplektas 2.1

Be Svino, A energijos vartojimo efektyvumo klasé

Produkto savybés

BE SVINO

+ 3-jy funkcijy rankinis dusas
+ ISmanioji lentyna su praktiSkais kabliukais
« Tvirtinamas varztais arba klijais

Prekés numeris

Art.nr. EAN
GB41106250 7391530081021

Informacija par iepakojumu

llgis: 765 mm | Plotis: 130 mm | Aukstis: 60 mm
Svars: 1.23 kg
A Numurs iepakojuma: 1pc

Surinkimas ir prieziura

PrieS jrengiant buatina praplauti linijas iki pat ciaupo. MaiSytuvas yra
sujungtas su Salto vandens linija desSinéje ir karSto vandens linija kairéje.

Vandens slégis: maks. - 1000 kPa, min. - 50kPa. Karsto vandens
temperatura: maks. - 80 °C, min. - 45 °C. Atminkite, kad mes neatsakome
max 720 uz zalg, padaryta dél netinkamo jrengimo.

Energijos klasés etikete ir sertifikatai

coNvoRMITY

Tehniska informacija

+ Max. tap capacity (at 300 kPa): O,11/s
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Rezerves dalas
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Nr. Produkto Art.nr.

1 Dusorankenéle 2.1/ 2.2 GB4165036401
2 Srauto reguliatorius GB4165036501
3 1,75 m Zarna su vidiniu uzraktu, duso komplekte GB41636266 00
4 GB41638726 01
5 GB41638727 02
6 GB41638728 01
7 ISleidimo voztuvas ,Care” GB41638960 01
8 GB41637850 02
9 Atitraukto nuo sienos duso komplektas GB4165037201
10 GB41634719 01
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Flow rate
1. Max flow (bath- and shower outlet) -4. Spout GB41650279 (85 mm)
2. Bathtub outlet: Spouts GB41650247, GB41650320
3. Shower set GB41106250
1. Max flow (bath- and shower outlet) 2. Bathtub outlet: Spouts GB41650247, GB41650320
- Flow rate at 300 kPa: 0,425 |fs - Flow rate at 300 kPa: 0,3221/s
- Pressure at flow 0,1 I/s: 17 kPa - Pressure at flow 0,1 I/s: 29 kPa
- Pressure at flow 0,2 I/s: 66 kPa - Pressure at flow 0,2 |/s: 116 kPa
- Pressure at flow 0,33 I/s: 181 kPa - Pressure at flow 0,33 |/s: 316 kPa
3. Shower set GB41106250 4. Spout GB41650279 (85 mm)
- Flow rate at 300 kPa: 0,11l/s - Flow rate at 300 kPa: 0,265 /s
- Pressure at flow 0,1 I/s: 300 kPa - Pressure at flow 0,1 |/s: 43 kPa
- Pressure at flow 0,2 I/s: N/A - Pressure at flow 0,2 I/s: 171 kPa
- Pressure at flow 0,33 I/s: N/A - Pressure at flow 0,33 |/s: 465 kPa
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