Duso maisytuvas, ,New Nautic”
su termostatu, 40 c-c

ISvadas j apacia, jungtis j virsy

Produkto savybés

SAUGUS LIESTI TOLYGI

SMART INSIDE (SAFETOUCH) TEMPERATURA

|
[}
+ Safe Touch reduces the heat on the front of the mixer
+ Maintains even water temperature during pressure and temperature
changes
« Can be combined with bathtub spout

Prekés numeris

Art.nr. EAN
GB41202427 7391530075839

Informacija par iepakojumu

llgis: 292 mm | Plotis: 95 mm | Aukstis: 74 mm
Svars: 1.88 kg
Numurs iepakojuma: 1pc

Surinkimas ir priezitra

PrieS jrengiant butina praplauti linijjas iki pat ciaupo. MaiSytuvas yra
sujungtas su Salto vandens linijja desingje ir karsto vandens linija kairéje.
Vandens slégis: maks. — 1000 kPa, min. — 50kPa. KarSto vandens
temperatura: maks. - 80 °C, min. - 45 °C. Atminkite, kad mes neatsakome
uz zalg, padaryta dél netinkamo jrengimo.

Energijos klasés etikete ir sertifikatai

EPD" @

SINTEF Certification

Tehniska informacija

+ Max. tap capacity (at 300 kPa): 0,425 /s
+ Pressure loss with flow (0,33 1/s) 181kPa
+ CO2e pédsakas: 5.09 kg

+ Standartinés jungties matmuo: 40 c-c
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Flow rate
1. Max flow (bath- and shower outlet) -4. Spout GB41650279 (85 mm)
2. Bathtub outlet: Spouts GB41650247, GB41650320
3. Shower set GB41106250
1. Max flow (bath- and shower outlet) 2. Bathtub outlet: Spouts GB41650247, GB41650320
- Flow rate at 300 kPa: 0,425 |fs - Flow rate at 300 kPa: 0,3221/s
- Pressure at flow 0,1 I/s: 17 kPa - Pressure at flow 0,1 I/s: 29 kPa
- Pressure at flow 0,2 I/s: 66 kPa - Pressure at flow 0,2 |/s: 116 kPa
- Pressure at flow 0,33 I/s: 181 kPa - Pressure at flow 0,33 |/s: 316 kPa
3. Shower set GB41106250 4. Spout GB41650279 (85 mm)
- Flow rate at 300 kPa: 0,11l/s - Flow rate at 300 kPa: 0,265 /s
- Pressure at flow 0,1 I/s: 300 kPa - Pressure at flow 0,1 |/s: 43 kPa
- Pressure at flow 0,2 I/s: N/A - Pressure at flow 0,2 I/s: 171 kPa
- Pressure at flow 0,33 I/s: N/A - Pressure at flow 0,33 |/s: 465 kPa
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