Dusas maisitajs, Atlantic — ar
termostatu, 40 c-c

Izvade lejupveérsta, savienojums augsupveérsts

Produkta ipasibas

SMARTINSIDE ~ SAFE TOUCH

oX'v,

+ 40 c-c for mounting with external pipes
+ Continuous pipe connection
+ Safe Touch reduces the heat on the front of the mixer

Article number

Art.nr. EAN
GB41201404 7391530076423

Pakuotés informacija

Garums: 292 mm | Platums: 95 mm | Augstums: 74 mm
Svoris: 1.91kg
Pakuotés numeris: 1pc

Montaza un kopsana

Pirms uzstadisanas caurules ir japievada lidz Gdens jaucéjkranam. Udens
jaucéjkrans tiek pievienots auksta udens padeves caurulei labaja pusé un
karsta (dens padeves caurulei kreisaja pusé. Udens spiediens: maks.
1000 kPa, min. 50 kPa. Karsta udens temperatura: maks. 80 °C, min. 45 °C.
Nemiet véra, ka més neuznemamies atbildibu par bojajumiem, kas radusies
nepareizas uzstadiSanas rezultata.

Enerdijas markéjums un sertifikati

* CERTIFIERING g& B
KONTROLL
E P D ® PRODUKTSERTIFIKAT

Techniné informacija

+ Max. tap capacity (at 300 kPa): 0,425 /s
+ Pressure loss with flow (0,33 1/s) 181kPa
+ CO2e pedas nospiedums: 5.24

+ Standarta savienojuma dimensija: 40 c-c
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Flow rate
1. Max flow (bath- and shower outlet) -4. Spout GB41650279 (85 mm)
2. Bathtub outlet: Spouts GB41650247, GB41650320
3. Shower set GB41106250
1. Max flow (bath- and shower outlet) 2. Bathtub outlet: Spouts GB41650247, GB41650320
- Flow rate at 300 kPa: 0,425 |fs - Flow rate at 300 kPa: 0,3221/s
- Pressure at flow 0,1 I/s: 17 kPa - Pressure at flow 0,1 I/s: 29 kPa
- Pressure at flow 0,2 I/s: 66 kPa - Pressure at flow 0,2 |/s: 116 kPa
- Pressure at flow 0,33 I/s: 181 kPa - Pressure at flow 0,33 |/s: 316 kPa
3. Shower set GB41106250 4. Spout GB41650279 (85 mm)
- Flow rate at 300 kPa: 0,11l/s - Flow rate at 300 kPa: 0,265 /s
- Pressure at flow 0,1 I/s: 300 kPa - Pressure at flow 0,1 |/s: 43 kPa
- Pressure at flow 0,2 I/s: N/A - Pressure at flow 0,2 I/s: 171 kPa
- Pressure at flow 0,33 I/s: N/A - Pressure at flow 0,33 |/s: 465 kPa
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