Suihkusekoitin Atlantic -
termostaatti

Lyijyton, ulostulo alaspain, 160 c-c

Tuotteen ominaisuudet

LYIJYTTOMAT
HANAT

SMARTINSIDE ~ SAFE TOUCH
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+ Safe Touch reduces the heat on the front of the mixer

+ Maintains even water temperature during pressure and temperature
changes

« Contains less than 0.1% lead

Artikkelien numero

Art.nr. EAN
GB412013040 7391530075792

Pakkaustiedot

Pituus: 292 mm | Leveys: 95 mm | Korkeus: 74 mm
Paino: 1.69 kg
Pakkauksen numero: 1pc

Kokoaminen & hoito

Putket on huuhdottava ennen asennusta. Hana kytketaan oikealta
kylmavesijohtoon ja vasemmalta kuumavesijohtoon. Vedenpaine: enintaan
1000 kPa, vahintaan 50 kPa. Kuuman veden lampétila: enintaan 80 °C,
vahintaan 45°C. Huomaathan, ettda emme vastaa vahingoista, jotka
johtuvat virheellisesta asennuksesta.

Energiamerkinta ja -sertifiointi
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Tekniset tiedot

7  Denna produkt &r anpassad fill
% Branschregler Siker Vatteninstallation

% 2021:1. Leverantéren garanterar

Z produktens funktion om branschreglerna
s& och monteringsanvisningarna féljs.

+ Max. tap capacity (at 300 kPa): 0,425 /s
+ Pressure loss with flow (0,33 1/s) 181kPa
+ Tuotteen CO2e jalanjalki: 8,46 kg

+ Liitantakoko: 160 c-c
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Flow rate
1. Max flow (bath- and shower outlet) -4. Spout GB41650279 (85 mm)
2. Bathtub outlet: Spouts GB41650247, GB41650320
3. Shower set GB41106250
1. Max flow (bath- and shower outlet) 2. Bathtub outlet: Spouts GB41650247, GB41650320
- Flow rate at 300 kPa: 0,425 |fs - Flow rate at 300 kPa: 0,3221/s
- Pressure at flow 0,1 I/s: 17 kPa - Pressure at flow 0,1 I/s: 29 kPa
- Pressure at flow 0,2 I/s: 66 kPa - Pressure at flow 0,2 |/s: 116 kPa
- Pressure at flow 0,33 I/s: 181 kPa - Pressure at flow 0,33 |/s: 316 kPa
3. Shower set GB41106250 4. Spout GB41650279 (85 mm)
- Flow rate at 300 kPa: 0,11l/s - Flow rate at 300 kPa: 0,265 /s
- Pressure at flow 0,1 I/s: 300 kPa - Pressure at flow 0,1 |/s: 43 kPa
- Pressure at flow 0,2 I/s: N/A - Pressure at flow 0,2 I/s: 171 kPa
- Pressure at flow 0,33 I/s: N/A - Pressure at flow 0,33 |/s: 465 kPa
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