Suihkupaketti Atlantic 2.1 -
yksiote

Sis. suihkusetin, 160 c-c

Tuotteen ominaisuudet

+ Helppo-otteinen vipu, jossa selkea kuuman ja kylman veden merkinta
Soft move -teknologia, pehmeasti ja tarkasti toimiva keraaminen paketti
Eco-stop, saadettava enimmaisvirtaaman rajoitus

Artikkelien numero

Art.nr. EAN
GB41201387 7391530085043

Kokoaminen & hoito

Energiamerkinta ja -sertifiointi
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1 Tekniset tiedot

‘. + Max. tap capacity (at 300 kPa): O,11/s
+ Pressure loss with flow (0O,11/s) 300 kPa
+ Liitantakoko: 160 c-c

max 720

G1/2

S A

—

88

o2 '
G1/2

c-c160
M26x1.5 |« g0 wiw 80
=S| ¥
49
- v 81

137

J ‘

Gustavsberg Oy / Laippatie 14 B, 00880 HELSINKI / www.gustavsberg.fi / myynti@gustavsberg.com



Pressure
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4. B-restrictor

2. GB41201387 and GB41211387 (with GB41106250)
3. A-restrictor

1. Max flow 2. GB41201387 and GB41211387 (with GB41106250)
- Flow rate at 300 kPa: 0,367 /s - Flow rate at 300 kPa: 0,11/s

- Pressure at flow 0,1 I/s: 22 kPa - Pressure at flow 0,1 I/s: 300 kPa

- Pressure at flow 0,2 I/s: 89 kPa - Pressure at flow 0,2 I/s: N/A

- Pressure at flow 0,33 I/s: 243 kPa - Pressure at flow 0,33 I/s: N/A
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