Takdusj Ducentic

150 c-c, polert messing

Produktets funksjoner

+ Inspirert av tradisjonell og moderne design
+ Flott dusjopplevelse
+ Tilgjengeligi polert messing og krom

Artikkelnummer
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Art.nr. EAN
o GB4121703619 7391530088075
L Informasjon om pakking

Lengde: 745 mm | Bredde: 368 mm | Hoyde: 94 mm
Vekt: 5.6 kg
Antall i pakken: 1st

Montering og vedlikehold

Energimerking og sertifiseringer

0. S@LT S,
e T coene Bl (00 BEEEE- (EB)
S 1002 Pty oo och monteringsanvisningarna fals.
0250 Teknisk informasjon
- : O
€ + Max. tap capacity (at 300 kPa): 0,402 I/s
S ! Uy + Pressure loss with flow (0,33 1/s) 203 kPa
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Flow rate
1. Max flow (bath and shower outlet) 4. Ducentic hand shower + diverter spout GB41650638
2. Ducentic hand shower 5. Diverter spout GB41650638, bath outlet
3. Ducentic head shower
1. Max flow (bath and shower outlet) 2. Ducentic hand shower
- Flow rate at 300 kPa: 0,402 /s - Flow rate at 300 kPa: 0,122 I/s
- Pressure at flow 0,1 I/s: 19 kPa - Pressure at flow 0,1 |/s: 203 kPa
- Pressure at flow 0,2 I/s: 74 kPa - Pressure at flow 0,2 |/s: 811 kPa
- Pressure at flow 0,33 I/s: 203 kPa - Pressure at flow 0,33 I/s: N/A
3. Ducentic head shower 4. Ducentic hand shower + diverter spout GB41650638
- Flow rate at 300 kPa: 0,18 I/s - Flow rate at 300 kPa: 0,117 I/s
- Pressure at flow 0,1 I/s: 93 kPa - Pressure at flow 0,1 |/s: 220 kPa
- Pressure at flow 0,2 I/s: 370 kPa - Pressure at flow 0,2 |/s: 882 kPa
- Pressure at flow 0,33 I/s: N/A - Pressure at flow 0,33 I/s: N/A

5. Diverter spout GB41650638, bath outlet

- Flow rate at 300 kPa: 0,367 I/s
- Pressure at flow 0,1 I/s: 22 kPa

- Pressure at flow 0,2 I/s: 89 kPa

- Pressure at flow 0,33 I/s: 243 kPa
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